
+  All components in contact with substrate are from 
stainless steel and plastic 

 

+  Installation also on concrete floor possible 
 

+  Basic module made of stainless steel; upon request 
all components available in stainless steel 

 

+  Future-proof investment - expandable and adjust-
able through modular design 

 

+  Low susceptibility to damage; simple and robust 
design with high quality components 

 

+ Low energy consumptions; depending upon model 
less than 0,9 kWh/t 

 

+  Easy to maintain; disconnection and replacement of 
individual elements possible 

 

+  Consistent charging allows high filling level of auger 
and increases efficiency of the system 

The new PlanET Charging System made from 
Stainless Steel allows transport of all substrates with 
low energy consumption and low abrasion. 
 
 
The modular system offers containers from 17 to 88 
m³ holding capacity, which can be expanded retro-
spectively. Also available as double-container solu-
tion if more holding capacity is required. 
 
 
Easy operation through the perfectly adapted PlanET 
Control System. 
 
 
The double seal of the piston rod and shaft seal en-
sures that no oil contaminates the substrate. 
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PlanET Vario PlanET Vario PlanET Vario PlanET Vario ---- Expandable and with Low Energy Consumption Expandable and with Low Energy Consumption Expandable and with Low Energy Consumption Expandable and with Low Energy Consumption    

PlanET Vario
PlanET Vario
PlanET Vario
PlanET Vario    

For further information call: +49 (0) 25 64 / 39 50 - 138 
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PlanET Var io PlanET Var io PlanET Var io PlanET Var io ----  Dimensions and Technical Detai ls* Dimensions and Technical Detai ls* Dimensions and Technical Detai ls* Dimensions and Technical Detai ls*  
 

Description: 
Volume of Container: 
Empty Weight: 
Gross Weight: 
Dimensions Container (LxWxH): 
Installed Load: 
Avg. Consumption: 
Max Throughput Maize Silage: 

Charging SystemCharging SystemCharging SystemCharging System    

Auger Motor:  
Auger Diameter: 
Circumferential Speed: 

Holding ContainerHolding ContainerHolding ContainerHolding Container    

Drive: 
 

Control SystemControl SystemControl SystemControl System    

Additional AdvantagesAdditional AdvantagesAdditional AdvantagesAdditional Advantages    

NawaRotor NawaRotor NawaRotor NawaRotor ---- Auger System Auger System Auger System Auger System    

PlanET Vario PlanET Vario PlanET Vario PlanET Vario ---- Substrate Transport Substrate Transport Substrate Transport Substrate Transport    

Control Panel with IndustryControl Panel with IndustryControl Panel with IndustryControl Panel with Industry----Standard PLCStandard PLCStandard PLCStandard PLC    

DrawingsDrawingsDrawingsDrawings    

PlanET Vario 18PlanET Vario 18PlanET Vario 18PlanET Vario 18    PlanET Vario 35PlanET Vario 35PlanET Vario 35PlanET Vario 35    PlanET Vario 71PlanET Vario 71PlanET Vario 71PlanET Vario 71    
17.6 m³  35.3 m³  70.6 m³ 
ca. 2500 kg  ca. 4000 kg  ca. 6000k g 
16.5 t   32.0t   72.0t 
3.0x2.8x2.1m  6.0x2.8x2.1m  9.0x2.8x2.8m 
   24kW 
   12kW 
   14t/h 

(the specific weight of the substrate might change the troughput; higher charging rate for moist material) 

15kW 
Ø 350mm 

- hydraulic elements individually driven 
- efficient transfer of substrate through movable flaps 
- 7,5 kW hydraulic; self-switching valve 
- loosening auger 2 kW 

- wired ready for connection 
- manual and automatic operation 
- interfaces for connection to main PLC and remote start 

- expandable through modular design 
- reliability through high quality components 
- suitable for a wide variety of substrates 

General DataGeneral DataGeneral DataGeneral Data    
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(* technical details subject to changes) 

Examples; other sizes available upon request! 

ExtrasExtrasExtrasExtras    

- Container completely made of stainless steel available 
- Weighing system with large display for controlled feed 

PlanET NawaRotor Vario 35m³ 
Dimensions in mm 

(other charging systems, i.e. PlanET MultiRotor or piston, available upon request) 


